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(57) ABSTRACT

An electric power conversion system includes: a primary
electric power conversion circuit including primary right and
left arms; a secondary electric power conversion circuit
including secondary right and left arms; and a control circuit
controlling transfer of electric power between the primary
and secondary electric power conversion circuits by magneti-
cally coupling a primary coil to a secondary coil. The control
circuit sets an interphase difference in switching between
right and left arm lower transistors in the primary electric
power conversion circuit and an interphase difference in
switching between right and left arm lower transistors in the
secondary electric power conversion circuit on the basis of off
times of the primary and secondary electric power conversion
circuits such that a phase difference between terminal voltage
waveforms of the primary and secondary coils is O and duty
ratios of the terminal voltage waveforms are equal to each
other.

4 Claims, 3 Drawing Sheets
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1
ELECTRIC POWER CONVERSION SYSTEM

INCORPORATION BY REFERENCE

The disclosure of Japanese Patent Application No. 2013-
046572 filed on Mar. 8, 2013 including the specification,
drawings and abstract is incorporated herein by reference in
its entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates to an electric power conversion sys-
tem and, more particularly, to an electric power conversion
system that exchanges electric power between a primary elec-
tric power conversion circuit and a secondary electric power
conversion circuit.

2. Description of Related Art

There has been developed an electric power conversion
system that exchanges electric power between a primary elec-
tric power conversion circuit and a secondary electric power
conversion circuit magnetically coupled to the primary elec-
tric power conversion circuit.

As a related technique of the invention, for example, U.S.
Pat. No. 7,408,794 describes an electric power conversion
circuit that includes three input/output ports and half-bridge
circuits. A high-voltage inverter circuit, a 14V load and a 42V
load are respectively connected to the three input/output ports
of the electric power conversion circuit.

Japanese Patent Application Publication No. 2006-187147
(JP 2006-187147 A) describes an electric power conversion
circuit that includes two input/output ports and full-bridge
circuits. The electric power conversion circuit includes three
reactors in addition to reactors that constitute a transformer.
There is also disclosed that a high-voltage inverter and a
low-voltage electronic device are respectively connected to
the two input/output ports of the electric power conversion
circuit.

In the above electric power conversion system, a power
transfer direction and a power transfer amount are controlled
by equalizing the terminal voltage waveform of a primary coil
of the primary electric power conversion circuit to the termi-
nal voltage waveform of a secondary coil of the secondary
electric power conversion circuit and then adjusting a phase
difference ¢ between the two voltage waveforms. However, if
the primary electric power conversion circuit and the second-
ary electric power conversion circuit are caused to operate in
a state where an off time 31 of the primary electric power
conversion circuit and an off time 32 of the secondary electric
power conversion circuit are different from each other, the
relationship between the terminal voltage waveform of the
primary coil and the terminal voltage waveform of the sec-
ondary coil collapses. Therefore, there is a possibility that
transfer of electric power between the primary electric power
conversion circuit and the secondary electric power conver-
sion circuit cannot be controlled by adjusting the phase dif-
ference ¢.

SUMMARY OF THE INVENTION (US)

The invention provides an electric power conversion sys-
tem that allows transfer of electric power to be controlled with
a phase difference ¢ even when the primary electric power
conversion circuit and the secondary electric power conver-
sion circuit are operated in a state where an off time 81 of a
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primary electric power conversion circuit and an off time 82
of'a secondary electric power conversion circuit are different
from each other.

An aspect of the invention provides an electric power con-
version system. The electric power conversion system
includes: a primary electric power conversion circuit includ-
ing: a left arm including a left arm upper transistor and a left
arm lower transistor connected in series with each other at a
left arm connection point between a positive electrode bus
and a negative electrode bus; a right arm including a right arm
upper transistor and a right arm lower transistor connected in
series with each other at a right arm connection point between
the positive electrode bus and the negative electrode bus; and
a primary coil connected and arranged between the left arm
connection point and the right arm connection point; a sec-
ondary electric power conversion circuit configured similarly
to the primary electric power conversion circuit and including
a secondary coil corresponding to the primary coil; and a
control circuit configured to control transfer of electric power
between the primary electric power conversion circuit and the
secondary electric power conversion circuit by magnetically
coupling the primary coil to the secondary coil, wherein the
control circuit is configured to set the interphase difference y1
in switching between the left arm lower transistor and the
right arm lower transistor in the primary electric power con-
version circuit and the interphase difference y2 in switching
between the left arm lower transistor and the right arm lower
transistor in the secondary electric power conversion circuit
on the basis of an off time 31 of the primary electric power
conversion circuit and an off time 32 of the secondary electric
power conversion circuit such that a phase difference ¢
between a terminal voltage waveform of the primary coil and
a terminal voltage waveform of the secondary coil is 0 and
duty ratios of the terminal voltage waveforms are equal to
each other when the off time of the left arm lower transistor is
equal to the off time of the right arm lower transistor and the
off time 81 of'the primary electric power conversion circuit is
different from the off time 82 of the secondary electric power
conversion circuit.

With the electric power conversion system according to the
above aspect, the interphase difference y1 in switching
between the left arm lower transistor and the right arm lower
transistor in the primary electric power conversion circuit and
the interface difference 2 in switching between the left arm
lower transistor and the right arm lower transistor in the
secondary electric power conversion circuit are changed such
that the phase difference between the terminal voltage wave-
form of the primary coil and the terminal voltage waveform of
the secondary coil is 0 and the duty ratios of the terminal
voltage waveforms are equal to each other. Thus, the terminal
voltage waveform ofthe primary coil and the terminal voltage
waveform of the secondary coil have the same shape. Thus, it
is possible to control transfer of electric power with the phase
difference ¢ even when the primary electric power conversion
circuit and the secondary electric power conversion circuit are
operated in a state where the off time 81 of the primary
electric power conversion circuit and the off time 82 of the
secondary electric power conversion circuit are different from
each other.

BRIEF DESCRIPTION OF THE DRAWINGS

Features, advantages, and technical and industrial signifi-
cance of exemplary embodiments of the invention will be
described below with reference to the accompanying draw-
ings, in which like numerals denote like elements, and
wherein:
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FIG. 1 is a view that shows an electric power conversion
system according to an embodiment of the invention;

FIG. 2 is a block diagram of an off time 9 determination
processing unit and interphase difference y determination
processing unit of the electric power conversion system
according to the embodiment of the invention;

FIG. 3 is atiming chart that shows a variation in voltage and
a variation in current in the electric power conversion system
according to the embodiment of the invention;

FIG. 41s atiming chart that shows a variation in voltage and
a variation in current in the electric power conversion system
according to the embodiment of the invention; and

FIG. 5is atiming chart that shows a variation in voltage and
a variation in current in the electric power conversion system
according to the embodiment of the invention.

DETAILED DESCRIPTION OF EMBODIMENTS

Hereinafter, an embodiment of the invention will be
described in detail with reference to the accompanying draw-
ings. Like reference numerals denote similar elements in all
the drawings, and the overlap description is omitted below.

FIG. 1 is a view that shows an electric power conversion
system 8. The electric power conversion system 8 is config-
ured to include an electric power conversion device 10 and a
control circuit 50. The electric power conversion device 10
has the function of selecting any two input/output ports from
among four input/output ports and converting electric power
between the selected two input/output ports. The electric
power conversion device 10 is configured to include a pri-
mary electric power conversion circuit 20 and a secondary
electric power conversion circuit 30. The primary electric
power conversion circuit 20 and the secondary electric power
conversion circuit 30 are magnetically coupled to each other
by a transformation circuit 40.

A primary left arm 23 is connected between a primary
positive electrode bus 60 and a primary negative electrode bus
62. The primary left arm 23 is formed by serially connecting
a primary left arm upper transistor 22 and a primary left arm
lower transistor 24. A primary right arm 27 is connected in
parallel with the primary left arm 23 between a primary
positive electrode bus 60 and a primary negative electrode bus
62. The primary right arm 27 is formed by serially connecting
a primary right arm upper transistor 26 and a primary right
arm lower transistor 28.

The input/output port A (PORT_A) is provided between
the primary positive electrode bus 60 and the primary nega-
tive electrode bus 62. The input/output port C (PORT_C) is
provided between the primary negative electrode bus 62 and
a center tap that is a connection point between a coil 42 and a
coil 43. The secondary electric power conversion circuit 30 is
a circuit having a similar configuration to the primary electric
power conversion circuit 20, and the detailed description is
omitted. A load, a power supply, and the like, are connected to
the input/output ports A, B, C, D.

The transformation circuit 40 includes a primary coil 39
and a secondary coil 49 magnetically coupled to the primary
coil 39. The primary coil 39 is formed of serially connected
coils 41 to 44. The secondary coil 49 is formed of serially
connected coils 45 to 48.

The control circuit 50 has the function of setting param-
eters for controlling the overall electric power conversion
device 10 and executing switching control over switching
elements of the primary electric power conversion circuit 20
and secondary electric power conversion circuit 30. The con-
trol circuit 50 is configured to include an electric power
conversion mode determination processing unit 51, a phase

10

15

20

25

30

35

40

45

50

55

60

65

4

difference ¢ determination processing unit 52, an off time 8
determination processing unit 54, an interphase difference y
determination processing unit 56, a primary switching pro-
cessing unit 58 and a secondary switching processing unit 59.
FIG. 2 is a block diagram of the off time § determination
processing unit 54 and interphase difference y determination
processing unit 56. The above functions may be implemented
by executing software, and, specifically, may be implemented
by executing an interphase difference adjustment program.
Part of these functions may be implemented by hardware.

The electric power conversion mode determination pro-
cessing unit 51 selects any two of the input/output ports A to
D on the basis of an external signal (not shown), and sets an
electric power conversion mode in which electric power is
converted between the selected two input/output ports. One of
the electric power conversion modes is a transfer mode in
which electric power is bidirectionally transferred between
the input/output port A and the input/output port B. Another
one of the electric power conversion modes is a primary
voltage step-up/step-down mode in which voltage is stepped
up or stepped down between the input/output port A and the
input/output port C. The other one of the electric power con-
version modes is a secondary voltage step-up/step-down
mode in which voltage is stepped up or stepped down
between the input/output port B and the input/output port D.

The phase difference ¢ determination processing unit 52
has the function of setting a phase difference ¢ in the switch-
ing period of the switching elements between the primary
electric power conversion circuit 20 and the secondary elec-
tric power conversion circuit 30 in order to cause the electric
power conversion device 10 to function as a DC-DC converter
circuit. The phase difference ¢ is a phase difference in voltage
waveform between the terminal voltage V1 of the primary
coil 39 and the terminal voltage V2 of the secondary coil 49.
The function of the DC-DC converter circuit will be
described later.

The off time 6 determination processing unit 54 has the
function of setting an off time § of each of the switching
elements of the primary electric power conversion circuit 20
and secondary electric power conversion circuit 30 in order to
cause each of the primary electric power conversion circuit 20
and the secondary electric power conversion circuit 30 to
function as a step-up/step-down circuit. The step-up/step-
down circuit function of each of the primary electric power
conversion circuit 20 and the secondary electric power con-
version circuit 30 will be described later. As shown in FIG. 2,
the off time d determination processing unit 54 obtains 81 by
the addition of a value obtained by executing feedforward
control over a command voltage value V_* and a voltage
value V. by using the relational expression 2w(1-V /V ;*)
and a value Ad1 obtained by executing PI control based on a
voltage value V. As shown in FIG. 2, the off time 3 determi-
nation processing unit 54 obtains 62 by the addition of a value
obtained by executing feedforward control over a command
voltage value V;* and a voltage value V, by using the rela-
tional expression 2mt(1-V ,/Vz*) and a value Ad2 obtained by
executing PI control based on a voltage value V. Thus, even
if there are fluctuations in load that is connected to the input/
output port A or the input/output port B, 81 or 32 is calculated
in consideration of the voltage value V , or the voltage value
V, which has varied with the load fluctuations.

The interphase difference y determination processing unit
56 has the function of setting an interphase difference y1 of
the primary electric power conversion circuit 20 and an inter-
phase difference vy2 of the secondary electric power conver-
sion circuit 30 such that the phase difference in voltage wave-
form between the terminal voltage V1 of the primary coil 39
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and the terminal voltage V2 of the secondary coil 49 is 0 and
the duty ratios of the voltage waveforms are equal to each
other. Here, the interphase difference y1 is a phase difference
in switching control between the primary left arm lower tran-
sistor 24 and the primary right arm lower transistor 28. The
interphase difference y2 is a phase difference in switching
control between a secondary left arm lower transistor 34 and
a secondary right arm lower transistor 38. As shown in FI1G. 2,
the interphase difference y determination processing unit 56
calculates the interphase difference y1 by using the relational
expression y1=27-82. As shown in FIG. 2, the interphase
difference y determination processing unit 56 calculates the
interphase difference y2 by using the relational expression
y2=2m-31.

The primary switching processing unit 58 has the function
of executing switching control over the primary left arm
upper transistor 22, the primary left arm lower transistor 24,
the primary right arm upper transistor 26 and the primary
right arm lower transistor 28 on the basis of outputs of the
electric power conversion mode determination processing
unit 51, phase difference ¢ determination processing unit 52,
off time 8 determination processing unit 54 and interphase
difference y determination processing unit 56.

The secondary switching processing unit 59, as well as the
primary switching processing unit 58, has the function of
executing switching control over a secondary left arm upper
transistor 32, the secondary left arm lower transistor 34, a
secondary right arm upper transistor 36 and the secondary
right arm lower transistor 38.

Here, the step-up/step-down function of each of the pri-
mary electric power conversion circuit 20 and the secondary
electric power conversion circuit 30 and the function of the
electric power conversion device 10 as the DC-DC converter
circuit will be described in detail. First, the step-up/step-down
function of the primary electric power conversion circuit 20
will be described in detail. Focusing on the input/output port
C and the input/output port A, the input/output port C is
connected to a left arm connection point between the primary
left arm upper transistor 22 and the primary left arm lower
transistor 24 via the coils 41, 42 of the primary coil 39. Both
ends of the primary left arm 23 are connected to the input/
output port A, with the result that a step-up/step-down circuit
is connected between the input/output port C and the input/
output port A.

In addition, the input/output port C is connected to a right
arm connection point between the primary right arm upper
transistor 26 and the primary right arm lower transistor 28 via
the coils 43, 44 of the primary coil 41. Both ends of the
primary right arm 27 are connected to the input/output port A,
with the result that a step-up/step-down circuit is connected
between the input/output port C and the input/output port A.
Thus, the two step-up/step-down circuits are connected in
parallel with each other between the input/output port C and
the input/output port A. The secondary electric power con-
version circuit 30 is a circuit having a similar configuration to
that of the primary electric power conversion circuit 20, with
the result that two step-up/step-down circuits are connected in
parallel with each other between the input/output port D and
the input/output port B.

Next, the function of the electric power conversion device
10 as the DC-DC converter circuit will be described in detail.
Focusing on the input/output port A and the input/output port
B, the primary coil 39 is connected to the input/output port A,
and the secondary coil 49 is connected to the input/output port
B. The coils 42, 43 of the primary coil 39 and the coils 46, 47
of the secondary coil 49 are magnetically coupled to each
other, thus functioning as the transformation circuit 40 (the
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center tap transformer having a winding number ratio of 1:N).
Thus, by adjusting the phase difference ¢ of the switching
period between the primary electric power conversion circuit
20 and the secondary electric power conversion circuit 30, it
is possible to convert electric power input to the input/output
port A and transfer the electric power to the input/output port
B or convert electric power input to the input/output port B
and transfer the electric power to the input/output port A. By
changing the phase difference ¢ between V1 and V2, it is
possible to adjust the amount and direction of electric power
transferred between the primary electric power conversion
circuit 20 and the secondary electric power conversion circuit
30. It is possible to transfer electric power from the primary
electric power conversion circuit 20 to the secondary electric
power conversion circuit 30 when V1 has an advanced phase;
whereas it is possible to transfer electric power from the
secondary electric power conversion circuit 30 to the primary
electric power conversion circuit 20 when V2 has an
advanced phase.

The operation of the thus configured electric power con-
version system 8 will be described. The electric power con-
version mode determination processing unit 51 that has
received an external signal sets the electric power conversion
mode of the electric power conversion device 10. The phase
difference ¢ determination processing unit 52, the off time 8
determination processing unit 54 and the interphase difter-
ence y determination processing unit 56 that have received the
set electric power conversion mode set the phase difference ¢,
the off times 81, 82 and the interphase differences y1, y2,
respectively. The primary switching processing unit 58 and
the secondary switching processing unit 59 execute switching
control on the basis of the phase difference ¢, the off times 81,
02 and the interphase differences y1, y2.

Here, in order to make it easy to understand the advanta-
geous effects of the electric power conversion system 8, the
case where the phase difference ¢ is 0 and the interphase
difference y determination processing unit 56 sets the inter-
phase differences y1, y2 to the same value without using the
above-described relational expressions will be described with
reference to FIG. 3. FIG. 3 is a timing chart that shows a
variation in voltage and a variation in current where the
abscissa axis represents time and the ordinate axis represents
voltage or current value. As shown in FIG. 3, in the case where
the values of the off times 81, 82 are different from each other
and the interphase differences y1, y2 are the same value, the
terminal voltage V1 of the primary coil 41 and the terminal
voltage V2 of the secondary coil 42 have different voltage
waveforms, and electric power is transferred between the
primary electric power conversion circuit 20 and the second-
ary electric power conversion circuit 30 although the phase
difference ¢ is 0. Therefore, it is not possible to execute
transfer control by adjusting the phase difference ¢. This is the
challenge to be solved by the invention.

Next, the case where the phase difference ¢ is O and the
interphase difference y determination processing unit 56 sets
the interphase differences v1, y2 to the same value by using
the above-described relational expressions will be described
with reference to FIG. 4. FIG. 4 is a timing chart that shows a
variation in voltage and a variation in current where the
abscissa axis represents time and the ordinate axis represents
voltage or current value. With the electric power conversion
system 8, the interphase difference y1 is calculated by using
the relational expression 271-82, and the interphase difference
v2 is calculated by using the relational expression 2m-81. The
terminal voltage V1 is a voltage difference (S2.V-S4.V)
between the voltage (S2.V) of the primary left arm lower
transistor 24 and the voltage (S4.V) of the primary right arm
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lower transistor 28. The terminal voltage V2 is a voltage
difference (S6.V-S8.V) between the voltage (S6.V) of the
secondary left arm lower transistor 34 and the voltage (S8.V)
of the secondary right arm lower transistor 38. As described
above, the interphase difference y1 of the primary electric
power conversion circuit 20 and the interphase difference y2
of the secondary electric power conversion circuit 30 are
respectively set in consideration of the others 81, 82, so the
voltage waveform of the terminal voltage V1 of the primary
coil and the voltage waveform of the terminal voltage V2 of
the secondary coil have the same shape. Subsequently, FIG. 5
shows a state where electric power is transferred by adjusting
the phase difference ¢ in a state where the voltage waveforms
of the terminal voltages V1, V2 have the same shape. FIG. 5§
is a timing chart that shows a variation in voltage and a
variation in current where the abscissa axis represents time
and the ordinate axis represents voltage or current value. In
this way, with the electric power conversion system 8, it is
possible to execute transfer control by adjusting the phase
difference ¢ even when switching control is executed in a
state where the off time 81 and the off time 82 have different
values.

What is claimed is:

1. An electric power conversion system comprising:

aprimary electric power conversion circuit including: aleft
arm including a left arm upper transistor and a left arm
lower transistor connected in series with each other at a
left arm connection point between a positive electrode
bus and a negative electrode bus; a right arm including a
right arm upper transistor and a right arm lower transis-
tor connected in series with each other at a right arm
connection point between the positive electrode bus and
the negative electrode bus; and a primary coil connected
and arranged between the left arm connection point and
the right arm connection point;

a secondary electric power conversion circuit configured
similarly to the primary electric power conversion cir-
cuit and including a secondary coil corresponding to the
primary coil; and

a control circuit configured to control transfer of electric
power between the primary electric power conversion
circuit and the secondary electric power conversion cir-
cuit by magnetically coupling the primary coil to the
secondary coil, wherein

the control circuit is configured to set an interphase differ-
ence in switching between the left arm lower transistor
and the right arm lower transistor in the primary electric
power conversion circuit and an interphase difference in
switching between the left arm lower transistor and the
right arm lower transistor in the secondary electric
power conversion circuit, on the basis of an off time of
the primary electric power conversion circuit and an off
time of the secondary electric power conversion circuit,
such that a phase difference between a terminal voltage
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waveform of the primary coil and a terminal voltage
waveform of the secondary coil is 0 and duty ratios of the
terminal voltage waveforms are equal to each other,
when the off time of each left arm lower transistor is
equal to the off time of a corresponding one of the right
arm lower transistors and the off time of the primary
electric power conversion circuit is different from the off
time of the secondary electric power conversion circuit.
2. The electric power conversion system according to claim
1, wherein
the control circuit is configured to set the interphase dif-
ference in switching between the left arm lower transis-
tor and the right arm lower transistor in the primary
electric power conversion circuit on the basis of the off
time of the secondary electric power conversion circuit,
and
the control circuit is configured to set the interphase dif-
ference in switching between the left arm lower transis-
tor and the right arm lower transistor in the secondary
electric power conversion circuit on the basis of the off
time of the primary electric power conversion circuit.
3. The electric power conversion system according to claim
1, wherein
the control circuit is configured to obtain the interphase
difference in switching between the left arm lower tran-
sistor and the right arm lower transistor in the primary
electric power conversion circuit by subtracting the off
time of the secondary electric power conversion circuit
from one period, and
the control circuit is configured to obtain the interphase
difference in switching between the left arm lower tran-
sistor and the right arm lower transistor in the secondary
electric power conversion circuit by subtracting the off
time of the primary electric power conversion circuit
from the one period.
4. The electric power conversion system according to claim
3, wherein
the control circuit is configured to obtain the interphase
difference in switching between the left arm lower tran-
sistor and the right arm lower transistor in the primary
electric power conversion circuit and the interphase dif-
ference in switching between the left arm lower transis-
tor and the right arm lower transistor in the secondary
electric power conversion circuit in consideration of a
variation in the off time of the primary electric power
conversion circuit and a variation in the off time of the
secondary electric power conversion circuit when the oft
time of at least one of the primary electric power con-
version circuit and the secondary electric power conver-
sion circuit has varied due to an operating situation of a
load connected to the at least one of the primary electric
power conversion circuit and the secondary electric
power conversion circuit.
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